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Network Camera

Model No: FD7131

Made in Taiwan

This device complies with part 15 of the FCC rules. Operation is subject to 
the following two conditions: 
(1)This device may not cause harmful interference, and 
(2) this device must accept any interference received, including interference 
that may cause undesired operation.

Pat. 6,930,709

RoHS V  I

MAC: 0002D1122299

1. Install the "Installation Wizard 2" under the Software Utility directory from software CD.
2. The program will conduct analyses on your network environment. After your network is 

analyzed, please click on the "Next" button to continue the program.

3. The program will search the VIVOTEK Video Receivers, Video Servers or Network Cam-
eras on the same LAN.

4. After searching, the main installer window will pop up. Click on the MAC that matches the 
one labeled on the bottom of your device to connect the Internet Explorer to the Network 
Camera.

0002D1122299

Installation
Wizard 2

Assigning IP Address5
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For further setup, please refer to user's manual on the software CD.

Ready to Use 6

1. Access to the Network Camera from the Internet.
2. Retrieve live video through web browsers or recording software.
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Based on the live image retrieved from the camera, adjust the camera lens by doing the 
following:
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W
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DO NOT over tighten the controllers. 
Doing so would damage the structure 
of camera lens.

To adjust the viewing angle
1. Loosen the pan screw and then turn the lens module left and right. Upon completion, 

tighten the pan screw.
2. Loosen the tilt screws on both side of the camera and then turn the lens module up and 

down. Upon completion, tighten the tilt screws.
3. Loosen the image adjustment screw and then turn the lens to adjust the image 

orientation. Upon completion, tighten the image adjustment screw.

To adjust the zoom factor and focus range
1. Loosen the zoom controller and then adjust zoom factor by moving the controller left and 

right. Upon completion, tighten the zoom controller.
2. Loosen the focus controller and then adjust focus range by moving the controller left and 

right. Upon completion, tighten the focus controller.
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Adjusting the Lens 7
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Attach the dome cover to camera. Secure the two dome screws with a screwdriver.
Finally, make sure all parts of the camera are securely installed.

The supplied screwdriver is exclusively 
designed to match the dome screws. In case 
you will need to adjust the lens at a later time, 
do not discard the screwdriver.

Completion 8






